Static stability of fuselages having a relatively flat cross sections by Bates, William R
lrTfl 
•	
A i	 Copy 
	
5 '
	
RM L9106a 
NACA 
RESEARCH MEMORANDUM 
I	 aszas 
STATIC STABILITY OF FUSELAGES HAVING 
A RELATIVELY FLAT CROSS SECTION 
	
By William R. Bates	 (. 
Langley Aeronautical Laboratory 
Lang4-eyo Aie Force Base, Va.	 %• \ 
U	 40 
. 
ee reproduced. All 
from	 docu, 
rages will be temrced if this documefltciF1o0cutAEstr 
t
nsmittd QUtsIde the facility for any mikQN11 .. t... classified InformaUon 
States Within the meaning of the Espionage Act, 
USC SEth and 32. its
 transmission or the 
revelation of its Contents in any manner to an 
tmnuthorieed person is prohibited by las. 
lrlarxsatico so zicnntfid mey b. Imported 
only
 to persons is the military and naval 
services of the United States, appropriate 
civilian affioera and employees of the Federal 
3overmeent who have a legitimate interest 
U therein, and to United States citizens of known 
loyalty and discretion Who of necessity must be 
lefOrmod there4t. 
NATIONAL ADVISORY COMMITTEE 
FOR AERONAUTICS 
WASHINGTON 
'December 9, 1949
https://ntrs.nasa.gov/search.jsp?R=19930085998 2020-06-17T16:12:03+00:00Z
N!CA EM L9106a
NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

RESEARCH MEMORANDUM 
- STATIC 'STABILITY OF FUSELAGES HAVING 
A RELATIVELY FLAT CROSS SECTION 
By William P.
DOWNGRADrD AU 3 YEAR iNTERVALS; 
CLA SFIED AFTER 12 '(EARS SUMMARY	 DE  
An investigation has been conducted in the Langley free—flight 
tunnel to determine the static stability characteristics of several 
fuselages having a relatively flat cross section and a high fineness 
ratio. 
The results showed that, at high angles of attack for flat fuselages 
with the major cross—sectional axis horizontal, the flat nose caused a 
strong sidewash which caused these fuselages to be directionally stable for 
the center of gravity considered, which was two—thirds the fuselage length 
behind the nose. This sidewash also caused a vertical tail on the back of 
these fuselages to be directionally destabilizing at small angles of 
sideslip.
INTRODUCTION 
Recently some proposed airplane designs have. incorporated fuselages 
having a relatively flat cross section with the major cross—sectional 
axis horizontal. Information on which to base estimates of the 
directional stability of such fuselages was not available. It seemed 
that the flat nose section of the fuselage might cause the same type of 
flow as that caused by the horizontal tail of a canard model previously 
tested by the NACA (reference .1). The combination of the fuselage and 
horizontal tail of this canard model was directionally unstable at low 
angles of attack, but at high angles of attack the sidewash from the 
horizontal tail caused an effective reversal in the direction of side-
slip of the fuselage so that the combination was directionally stable. 
Since it was believed that the directional stability of the flat fuse-
lage might vary considerably with angle of attack, as was the case with 
the canard model, an investigation was, made in the Langley free—flight 
tunnel to determine the static stability characteristics of several 
fuselage models having a relatively flat cross section. This 
FM
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investigation also included a determination of the effect of a canopy 
and of several vertical and horizontal surfaces. 
SIMBOI$ 
All forces and moments are referred to the stability axes which are 
defined in figure 1. The symbols and coefficients used in the present 
paper are: 
S	 wing area, square feet 
wing mean aerodynamic chord, feet 
wing spanfet 
A	 t,ratjo (b2/S) 
dynamic pressure, pounds per square 'foot (.v2) 
V	 airspeed, feet per second 
P	 air density, slugs per cubic foot 
a.	 angle of attack of fuselage chord line, degrees 
deflection of forward third of the fuselage (positive for nose—
up deflection), degrees 
angle of sideslip, degrees 
angle of yaw, degrees 
it	 angle of Incidence of the horizontal tall, degrees 
CL	 lift coefficient (Lift/q.S) 
CD	 drag coefficient (Drag/qS) 
Cm	 pitching-moment coefficient (Pitching moment/qS) 	 11 
Cn	 yawing-moment coefficient (Yawing moment/qSb) 
C 7,
	
rolling--moment coefficient (Rolling moment/qSb)
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C	 lateral—force coefficient (Lateral force/qS) 
C	 rate of change of lift coefficient with angle of attack, per 
degree (L/) 
C1	 rate of change of yawing—moment coefficient with angle of side-
slip, per degree (Cn/3) 
C 1	 rate of change of rolling—moment coefficient with angle of side-
slip, per degree (ac1/3) 
cyp	 rate of change of lateral—force coefficient with angle of side-
slip, per degree (C/)
	
Ell 
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TEXAS 
Sketches of the models used in the investigation are presented in 
figure 2. The geometric characteristics of the models are presented in 
table I. For convenience In discussion, the models will be referred to 
by the number designation shown in this table. The force and moment 
coefficients of all of the models were based on the dimensions of an 
arbitrarily chosen wing which is shown in broken lines in figure 2. 
Model 5 was slightly larger than models 1 to 3 and the force and moment 
coefficients for this model were therefore corrected by multiplying the 
measured values by the ratio of the volume of model 1 to the volume of 
model 5 so that they would be directly comparable with those of 
models 1 to 3. The sketch shown in figure 2 shows model 7 reduced to the 
same volume as model 1. 
Force tests to determine the aerodynamic characteristics of the 
models were made on the six—component balance In the Langley free—flight 
tunnel. These facilities are described in references 2 and 3. Al the 
force tests were made at a dynamic pressure of 4.093 pounds per square 
foot which corresponds to a Reynolds number of approximately 318,500 
based on the mean aerodynamic chord of the assumed wing. 
Tests were made to determine the static longitudinal stability 
characteristics of the fuselages alone and also with a horizontal 
tail and various fin configurations. (See fig. 3.) The lateral 
stability characteristics of the fuselages alone and with-various 
vertical surfaces added were determined in two ways. A general impression 
of the variation of the lateral stability characteristics with angle of 
attack was obtained by determining the static lateral—stability 
derivatives from the difference between the measurements for the force
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and moment coefficients in tests at 50 and _50 yaw. In order to 
determine how well these stability derivatives represented the variation 
of the lateral—stability coefficients with angle of yaw, the lateral—
stability coefficients were determined from tests over a range of yaw 
angles from 200 to _200 for three angles of attack. A survey of the 
flow around. model 1 was made with streamers of string attached to the 
fuselage.
RESULTS AND .DISCUSSION 
The presentation of the test results and the analysis of the data 
have been grouped into two main sections. The first section deals with 
the static lateral and longitudinal stability characteristics of the 
fuselages alone for which the flow survey and force—test data are 
presented In figifres Ii. to 8. The second seOtion deals with the effect 
of the canopy and the various horizontal and vertical tails and control 
surfaces on the static lateral and longitudinal stability and control 
characteristics of the models. The force—test data for these configu-
rations are presented in figures 9 to 16. All the moment data are 
referred to a point two—thirds the fuselage length behind the nose of 
the fuselage. This point was chosen to represent the center—of—gravity 
position for a tailless airplane having a fuselage such as those tested. 
This center of gravity does not correspond to the center of gravity of a 
conventional airplane; therefore the data could not be used directly for 
a conventional airplane configuration. 
Fuselages Alone 
Lateral stability.— The results of force tests made to determine the 
lateral stability characteristics of the fuselages alone are presented 
in figures 5 to 7. These data show that at 00 angle of attack all of 
the fuselages were unstable, as would be expected. As the angle of 
attack was increased., the models which have their major cross—sectional 
axis horizontal (models 1, 3, and ii-) became Increasingly stable 
directionally and at ,
 high angles of attack they became very stable. The 
reason for this increase In directional stability with increase in angle 
of attack is the unusual trend in side force. The results of the flow 
survey are presented in figure 4. These data show that the flow around 
the model was normal at low angles of attack but that there was a 
pronounced sId.ewash which produced an effective reversal of the direction 
of sideslip of most of the fuselage at high angles of attack. That is, 
when the model sidesllpped to the left most of the fuselage was 
effectively in a right sideslip so that the fuselage moment which was 
normally directionally destabilizing was in a stabilizing direction at 
high angles of attack. This sid.ewash is similar to that obtained with
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the canard model in previous NACA tests where it was found that the 
horizontal tail caused a strong sidewash over the fuselage which 
effectively reversed the direction of sideslip of most of the fuselage. 
Observation of the tufts on the top of the model in the present investi-
gation Indicated that there was a reversal in the flow, while the tufts 
on the bottom of the model lined up with the free—stream flow. 
When the major cross—sectional axis of the flat fuselage was 
vertical (model 2), the model became increasingly unstable as the angle 
of attack was Increased. Figures 5 and 6 also show that the lateral—
force coefficient became greater as the angle of attack was increased. 
This increase in the lateral—force parameter
	 with Increasing 
angle of attack evidently results from the fact that the fuselage acts 
as a yawed wing where 00 angle of attack of the fuselage corresponds 
to 90° yaw of a wing and increasing angle of attack corresponds to 
reducing the angle of yaw of a wing. Increasing the angle of attack of 
the fuselage theref ore results in Increasing —Cy just as reducing the 
angle of yaw of a wing results In an increase in C. Since the assumed 
center of gravity of this model is two—thirds the fuselage length behind 
the nose, it Is behind the center of pressure, and the Increase In 
with increase in angle of attack therefore results in a decrease in Cn 
as the angle of attack is increased. 
As shown In figures 5 and 6, the effective dihedral of the flat 
fuselages Is negative at high angles of attack when the major cross— 
sectional axis is horizontal (models 1, 3, and ii.) and is positive at high 
angles of attack when the major cross—sectional axis is vertical (model 2). 
This difference in sign of the dihedral effect evidently results from 
the difference In sign of the lateral—force characteristics of the models. 
Since the center of pressure is forward of the center of gravity, It Is 
also above the center of gravity at positive angles of attack, so that 
the lateral force has a pronounced effect on the effective dihedral of 
the fuselages at high angles of attack. 
Since the inverse camber made model 3 directionally stable at a 
lower angle of attack than model 1 (as shown in figure 5); the nose of 
model 3 was then deflected upward to determine whether the model could 
be made more directionally stable at 00 angle of attack. The data 
presented in figure 7 show that, when the forward 30 percent-of the 
fuselage was deflected upward so as to increase the negative camber, the 
directional instability of model 3 was somewhat reduced at 00 angle of 
attack. These data indicate, however, that the fuselage cannot be made 
directionally stable at 00 angle of attack by Increasing the negative 
camber a reasonable amount.
C bni j_jjrg j. j_i-..0
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Longitudinal stabilit y.- The results of the force tests made to 
determine the longitudinal stability characteristics of the fuselages 
alone are presented in figure 8. The data of this figure show that the 
lift and drag of models 1, 3, and 4 are much higher than those of model 2 
at high angles of attack. The higher drag results partly from the fact 
that the flat fuselages with the major cross-sectional axis horizontal 
produce lift as low-aspect-ratio wings (A 0.2) and consequently develop 
high induced drag. The data of figure 8 also show that the static 
longitudinal instability (as indicated by the slope of the pitching-
moment curve) increases with increase in angle of attack when the major 
cross-sectional axis is horizontal (fuselages 1, 3, and 14 ); whereas there 
is essentially no change in static longitudinal stability with angle of 
attack when the major cross-sectional axis is vertical (fuselage 2). 
This increase in longitudinal in
	 with increase in angle of 
attack for models 1, 3, and 14- results from the increase in slope of the 
lift and drag curves with increase in angle of attack. The assumed 
center of gravity of these models is well behind the center of pressure 
so that the lift and drag have a. pronounced effect on the pitching 
moment.
Fuselages with Various Vertical and Horizontal Surfaces 
Lateral stabilit y
 and control.- The results of the force tests made 
to determine the lateral stability and control characteristics of the 
models with various vertical surfaces are presented in figures 9 to 11. 
The effectiveness of a normal vertical tail on models 1 and 2 is 
shown in figure 9 by the increments of the lateral-stability coefficients 
contributed by the vertical tail over a range of angles of yaw from 200 
to -200 . These data show that on model 1 the vertical tail gave 
\ directionally destabilizing moments at small angles of yaw where the 
vertical tail was in the sidewash field produced by the flat nose of the 
fuselage but provided directionally stabilizing moments at high angles of 
yaw where the vertical tail was out of this sidewash field. On model 25 
the vertical tail gave a stabilizing moment throughout the angle-of-yaw 
range as would be expected. The effect of dorsal and ventral fins on 
the lateral stability characteristics of model i# are presented in 
figure 10. These fins had essentially no effect on the lateral stability 
characteristics at small, angles of yaw (except at a. = 32 0 ) .
 This result 
is similar to the effect of low-aspect-ratio dorsal fins on conventional. 
fuselages. Figure 11 shows the effect of canopy location on the static 
lateral-stability derivatives of model 14• The canopy had very little 
effect on the characteristics of the model when the 'canopy was mounted 
in the rear position (1.61 ft behind the nose of the model) except that 
the directional stability and negative dihedral effect were slightly 
higher at the high angles of attack. However, with the canopy in the 
forward position (0.34 ft behind the nose of the model) the directional
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stability of the model was considerably lower than that of the fuselage 
alone. This result indicates that, when located in the forward position, 
the canopy interfered, with the flow over the nose of the model and 
thereby reduced the sid,ewash induced by the nose and decreased the 
directional stability of the model. 	 - 
The data presented In figures 12 and 13 show the effect of the all-
movable horizontal tail at the nose on the lateral stability charac-
teristics of models 1 and 2. This tail was set at an angle of Incidence 
of 150 relative to the fuselage center line. Previous NACA tests have 
shown that a horizontal tall of this type produces a strong eidewa8h in 
a manner similar to that of the flat nose of models 1, 3, and #. This 
sldewash from the horizontal tall caused the directional stability of 
model 2 to increase with Increasing angle of attack In a manner similar 
to that shown for the fuselage alone on models 1, 3, and ii. . This hori-
zontal tail had no appreciable effect on the directional stability at 
00
 angle of attack. The data of figure 12 also indicate that the sidewash 
from the horizontal tail reinforced that from the nose of model 1 so 
that the directional stability of the model was greater with than without 
the horizontal tail at high angles of attack. The horizontal tail also 
caused model 1 to be stable at low 'angles of attack. Evidently the 
horizontal tail produced a sidevash over the fuselage at low angles of 
attack which effectively reversed the direction of sideslip of the 
fuselage so that the normally unstable moment of the fuselage was 
directionally stabilizlh,g in this case. 
The effect of asymmetric horizontal fins 3 and 1 (model 1) in 
producing moments for lateral control is. shown in figure l ii. . These data 
show that fins 3 and 4 at the nose of the model produce rolling and 
yawing moments and lateral forces which increase as the angle of attack 
increases. The magnitude of these moments and forces varies almost 
directly with the size of the fin. Fin 5, which was mounted at the rear 
of the fuselage not as a lateral control but to balance partially the 
pitching moment of the forward fin, had essentially no effect on the 
lateral forces and momenta. 
Longitudinal stability.- The results of the force tests made to 
determine the longitudinal stability characteristics of modeTh 1 and ii. 
with various horizontal fins are presented in figures 15 and 16, 
respectively. As shown in figure 15, the asymmetric fins forward of the 
center of gravity (fins 3 and #), which were intended primarily as a 
lateral-control device, caused an increase in the nose-up pitching 
moment of the model. As would be expected, the fin behind the center of 
gravity (fin 5) caused the nose-up pitching moment of model 1 with 
fin 4 to become less. The pitching moment caused by the forward fins 
(3 and 1) is approximately proportional to the product of the fin area 
and moment arm. Based on the product of its area and moment arm, however, 
the rear fin is much less effective than the front fins, probably because 
of the downwash from the fuselage over the rear fin. Figure 16 shows that
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the low—aspect—ratio fins (fin 6) on the rear of model 4 cause the 
static longitudinal instability of the model to become less. 
CONCLUSIONS 
An investigation conducted at the Langley free—flight tunnel to 
determine the static stability characteristics of several fuselages 
having a relatively flat cross section and a high fineness ratio led to 
the following conclusions: 
1. At high angles of attack for the flat fuselages with the major 
cross—sectional axis horizontal, the flat nose caused a strong sidewash 
which caused these fuselages to be directionally stable for the, center 
of gravity considered, which was two—thirds the fuselage length behind 
the nose. 
2. The sidewash also caused a vertical tail on the back of these 
fuselages to be directionally destabilizing at small angles of yaw. 
3. A triangular—pla.n--form all—movable nose elevator at 150 incidence 
caused the same type of sidewash effect as the flat nose of the fuselage 
with the major cross—sectional axis horizontal. When the major axis of 
the fuselage was horizontal, the sidewash from the horizontal tail 
reinforced that from the nose of the fuselage so that the directional 
stability of the fuselage was greater with than without the horizontal 
tail. When the major cross—sectional axis of the fuselage was vertical, 
the sidewash from the horizontal tail caused the directional stability 
of the model to increase with increasing angle of attack so that it was 
stable at high angles of attack.. 
Langley Aeronautical Laboratory 
National Advisory Committee for Aeronautics 
Langley Air Force Base, Va. 
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TABLE I 
CHARACTERISTICS OF THE FUSELAGE MODElS TESTED IN 
THE LANGLEYFREE—FLIGHT . TtJTEL 
Fuselage 
-
Cross section Plan form Side elevation Length Volume 
1 Elliptical NACA 0014 NACA 0007 14.0 0.271 
2 Elliptical NACA 0007 NACA 00114 14.0 .271 
3 Elliptical NACA O011i. NACA 141407 inverted 4.0 .271 
4 Elliptical (a) (a) 14.0 .14147 
5 Circular (b) (1) 6.38
.732
aThe forward 30 percent of the length of model 4 was the same as that of 
model 1 and the rearward 70 percent of the lengthwas an elliptical 
cylinder having the same cross section as the 30—percent station of 
the fuselage. 
bModel 5 was a c ircular—cross—section fuselage having a fineness ratio 
of 12.75 and the maximum diameter at about the 147—percent station. 
x 
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Figure l. -
 The stability system of axes. Arrows indicate positive 
directions of moments, forces, and control-surface deflections. This 
system of axes IS defined as an orthogonal system having the origin 
at the center of gravity and. in which-the Z-axis is in the, plane of 
synmietry and perpendicular to the relative wind, the X-axis is in 
the plane of symmetry and perpendicular to the Z-axis, and the Y-axis 
is perpendicular to the plane of symmetry.
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Figure 2. - Two-view drawings of the fuselage models.
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Figure 3-- Views of the fuselage models showing the vertical tail,
vertical fins, canopy, horizontal tail, and horizontal fins.
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Figure 12.- Effect of a horizontal tail mounted at 'the nose (it = 150)

on the lateral stability characteristics of models 1 and 2. 
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Figure 13- - Effect of angle of attack on the lateral-stability 
coefficients of mod.el2 with a horizontal tall.
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Figure ]. - Increments of lateral coefficients caused by mounting 
asymmetric fins on model 1. .4r = 00.
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Figure. 15-- Effect of horizontal fins on the longitudinal stability

characteristics of model I. 
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Figure 16. - Effect of horizontal fins on the longitudinal stability

characteristics of model 4. 
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